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*12' moving lanes **Parking may or may not be allowed,
on a case-by-case basis, upon
recommendation by the Piedmont
Planning and Zoning Board.

INDUSTRIAL ROADS

Design Speed 30 mph

ROW Width 60'

Traveled Width 40'

Parking i No

Curb/gutter (see Note 6) Yes

Sidewalk (4°) To be determined by planning commission
NOTES:

1. Residential traveled street width is based on moving lanes of ten (12) feet, parking
lanes of nine (9) feet.

2. Traveled width does not include gutter, when required. Gutter width is included in
width of parking lanes.

3. Where required, sidewalk width shall be four (4) feet, setback five (5) feet from curb
or edge of pavement. Wheelchair ramps shall be provided at all intersections.

4. ADT (average daily traffic) is based on ten (10) trips per single-family residential
dwelling unit, per day.

5. All streets shall be improved with a wearing surface approved by the city.
6. Curb/gutter may not be required only when a drainage plan for surface water discharge
has been approved by the planning commission.

F. Street grades and condition.
(1) The grades of streets shall not exceed ten (10) percent, except under
unavoidable conditions approved by the planning commission at the time

of preliminary plat approval.
2) All streets shall have at least a five-tenths (0.5) percent grade.
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G. Street curves. Minimum centerlines of curvature, tangents, curb radiuses and
sight distances shall be based on design speed as per the Institute of Transportation
Engineers, Traffic Engineering Handbook, current edition.

H. Alleys. Alley rights-of-way, if provided, shall not be less than twenty (20)
feet in width. The corners of all alley intersections with other alleys or streets shall have a
radius of not less than ten (10) feet.

L. Half Streets. No half streets shall be included in a subdivision plan except
where necessary on the boundary of the subdivision tract where the extension of an
existing dedicated street must be provided for and the boundary line of the tract is the
centerline of the necessary street.

J. Easements. Accessible and unobstructed utility easements of not less than five
(5) feet in width shall be provided on each side of the rear and side lot lines. Easements
of the same or greater width may be required along lot lines or across lots or land parcels
when required by the administrative official.

K. Blocks.

(1) No blocks shall be longer than one thousand two hundred (1,200) feet
between street lines. In blocks over eight hundred (800) feet in length,
there shall be a cross walkway easement of not less than ten (10) feet in
width, near the middle of the block.

2) The width of blocks shall be such as to allow two (2) tiers of lots, unless
exceptional conditions are, in the opinion of the planning commission,
such as to render this requirement undesirable.

L. Lots.

(1) Every lot shall abut on a street improved to the standards required by this
ordinance.

2) The minimum dimensions of residential lots on any plat shall be in

conformity with the provisions of the zoning ordinance.

M. Curb and Gutter. Concrete curb and gutter shall be provided as required in
section 15-85 and may be required on all residential streets to accommodate drainage.

N. Right-of-way width. Widths of rights-of-way shall be required by section 15-
8s.

O. Water and sewer facilities.

P. Water and sewer facilities.
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(1) The sub divider shall be required to connect to the municipal water and
sewage systems and shall install all facilities according to the
specifications of the public works department. Service lines shall be
stubbed to every lot abutting a street prior to the surfacing of the street.

2) If the municipal water system is not available, a future connection to the
public system shall be provided.

3) If the municipal sewer system is not available, on-site disposal systems
shall be designed and stamped by a registered professional engineer.

“4) When municipal water and sewer systems become available, all primary
structures shall be connected upon notification by the city, and use of on-
site sewage disposal systems shall be discontinued.

Q. Utilities. All utilities shall be located underground throughout the subdivision
unless the planning commission waives this requirement because of hardship. If there are
existing utility facilities above ground, such facilities may qualify for hardship treatment.
Underground service connections to every platted lot shall be installed.

R. Drainage Facilities. A subdivision which does not make provision for storm
or floodwater runoff, during and after construction, may not be approved. Rights-of-way
may be required where it is deemed necessary to provide adequate drainage, to
accommodate upstream drainage, to minimize the effects of downstream drainage, and to
adequately interface with the existing storm water drainage system of the city. Drainage
plans shall be in compliance with the master drainage plan, where applicable. The
property owner ultimately assumes all responsibility for drainage off individual lots.

Dated this |t day of ‘ Necerane v ,20009.

Phifip C. Afderson, Chairman
Piedmont Board of Trustees

ATTEST:

By:gxwm = J\<\M<~,\

City of Piedmont Finaice Officer

(SEAL)

First Reading_ Ny \™1, 2009

Second Reading Dec. |, 2009
Published _Dec .\, 2009

Effective _ fan . S . 2010

13




